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PAVING LEGEND

BATUMNOUS CONCRETE PAVEMENT
PORTLAND CEMENT CONCRETE PAVEMENT, 7"
PORTLAND CEMENT CONCRETE SIDEWALK, 5
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HIGHLAND PARK-RIDE IMPROVEMENTS &
oL GENERAL NOTES
OESN YRR AOT: 75 CONCRETE JONTING SHALL BE PROVDED IN ACCORDANCE WITH IDOT STANDARDS 420001 AND BLR 10 AND SHALL BE INCLUDED N THE COST OF PORTLAND
ROAD/SRET CLASSFATOR: 0SS CENENT CONCRETE PAVENENT, 7"
et e w02 ALL CONGRETE PAVENENT, INCLUDING 5" WALK. ADJACENT TO PASSENGER SHELTER SHALL BE PROVDED WITH CONGRETE CURING COMPOUND AND SEALER,
TRAFFIC FACTOR = 051 CONCRETE CURING COMPOUND SHALL BE "L & M CURE” OR APPROVED EQUAL, NON-RESIDUAL CONCRETE CURING COMPOUND APPLIED AT RATE OF 200 20 o 2 0
VAN S0 SPPRT B8 = 30 (ASIAED) SOFT./GALLON. CONCRETE WATER REPELLENT SEALER SHALL BE "AQUAPEL” AS MANUFACTURED BY L & W CONSTRUCTION CHEMCALS, INC. (PHONE
PAVEIENT STRUCTRE MATRIAS 402/453-G600), OR APPROVED EQUAL  WATER REPELLENT SEALER SHALL BE APPUED TO ALL CONCRETE WALKS AND CONCRETE PAVEMENT AT A RATE OF 150 L
RDPNGEN- T PO PRGN SOFT./GAL. PAYWENT FOR THS WORK SHALL BE MADE AT THE CONTRACT UNIT PRI PER GALLON FOR CONCRETE SURFACE CURNG AND SEALING.
EXISTING AGGREGATE BASE COURSE
ALL EXPANSON JOVTS SHALL BE SEALED WTH SONNEBORN SL-1 OR APPROVED EQUAL.  COLOR T0 MATCH CONORETE AND SHALL BE APPROVED BY THE uneay Associates. Inc. .G PAVING PLAN
ENGINEER PROR TO CONSTRUCTION.  PAYMENT FOR THIS WORK SHALL BE INCLUDED IN THE COST FOR PORTLAND CEMENT CONCRETE PAVEMENT, 5", o Extacens s ey s | HIGHLAND PARK—RIDE. IMPROVEMENTS
2100 State Strest, P.0. Box 1325 100 North Research Drive
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